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LT Power & Control Cables

- Table - 1
TECHNICAL DETAILS FOR PASAKA 1.1 KV

SINGLE CORE, ALUMINIUM/COPPER CONDUCTOR, PVC INSULATED, UN-ARMOURED CABLES
Cable Code : AYY/YY
Physical Parameters Ref Specification : IS 1554 Part-1

Size Approx. Weight of Cable

< Minimum No. of Strand in Conductor Nominal Insulation | Nominal Outer | Approx. Over- : T
(C"’S;rse?)""“a' Thickness | Sheath Thickness | all Dia of Cable | Wit Al'm Cond. DAL Cong.

4 1/3 1.00 1.80 80 100
6 1/3 1.00 1.80 90 120
10 6 1.00 1.80 10 110 170
16 6 1.00 1.80 10 150 250
25 6 1.20 1.80 12 200 350
35 6 1.20 1.80 13 250 450
50 6 1.40 1.80 15 300 600
70 12 1.40 1.80 16 400 800
95 15 1.60 1.80 18 500 1050
120 18 1.60 2.00 20 600 1300
150 18 1.80 2.00 22 700 1600
185 30 2.00 2.00 24 850 1950
240 34 2.20 2.00 27 1100 2500
300 34 2.40 2.00 30 1300 3100
400 53 2.60 2.20 34 1700 3950
500 53 3.00 2.20 37 2100 5000
630 53 3.40 2.40 42 2700 6450
800 53 3.40 240 46 3250 8050
1000 53 3.40 2.60 50 3950 9950

* Tabulated Approx. Weight of Cable are only for the purpose of guideline for transportation, loading & unloading purpose.

Cross-sectional view

Conductor Material : Aluminium / Copper as per Class-2 of IS: 8130
Shape of Conductor : For Al'm Cond. - 4, 6 & 10 Sq.mm Solid / Stranded Non Compacted Circular, 16 Sq.mm and
above - Stranded Compacted Circular
For Cu Cond. - 4 & 6 Sq.mm Solid / Stranded Non Compacted Circular, 10 Sq.mm and above - Stranded Compacted Circular
2_y Insulation Material : PVC Type-A OR HR PVC Type-C as per IS: 5831; Colour : Black
3 _y Outer Sheath : PVC Type ST-1 as per IS: 5831; Options : PVC Type ST-2/FR Type/FRLS Type
Colour of Outer Sheath : Black or any other Colour as per requirement

Electrical Parameters

b Max. Conductor Approx. Conductor | Reactance of | Capacitance Normal Current Rating Short Circuit Current

; > Rating for 1 Second
Sia(;?nsr?al D.C.Resistance at 20 °C | A.C.Resistance at 70 °C| Cable at’50 | of Cable | For Aluminium Conductor | For Copper Conductor Igumaﬁon
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